TRA'DET INC.

P.0.BOX 2019
WHEELING, WV 26003-0219
(304) 547-9094

FAX: (304) 547-9097

LABORATORY ANALYSES SHIPPING ADDRESS
RD #2, BOX 227A

BATTLE RUN ROAD
TRIADELPHIA, WV 26059-9609

American Energy Corporation 28-Oct-08
43521 Mayhugh Hill Rd. Twp Hwy 88

Beallsville, OH 43716 - ; Q& ~
Attn: Mr. Fred Blumling By: NP s>

TraDet, Inc.

Company: American Energy Corporation Sample Type: Pre-permit D0425-15
Source: DS-15-63.02 Sampled By: QES (MS)
SWL/Flow: 0.56 gpm
Date & Time Sampled: 09-30-08 1335 Date & Time Received:  10-01-08 1030
Analysis Number: 0810004
Field pH, S.U. 7.87
PARAMETER CONCENTRATION DATE & TIME | ANALYST METHOD MDL

ANALYZED
Total Acidity (as CaCO3) 2.2 mg/L 10-07-08 0847 WB 2310B(4) [2]| 011 mglL
Total Alkalinity (as CaCQO3) 210 mg/L 10-06-08 1112 WB 2320B [2] 0.04 mg/L
Total iron 0.04 mg/L 10-06-08 1748 TW 3111B [1] 0.02 mg/lL
Total Manganese <0.004 mg/L 10-06-08 1748 TW 3111B [1] 0.004 mg/L
Total Aluminum 0.07 mg/L 10-06-08 1906 TW 3111D [1] 0.04 mg/L
Total Suspended Solids <6.7 mg/L 10-03-08 0850 MM 25400  [2] 6.7 mg/lL
Hardness (as CaCQCs3) 290 mg/L 10-07-08 1200 KW 2340C [1] 5.0 mg/L
Sulfate (as SO4) 48 mg/L 10-13-08 1000 KW D516-02 [4) 0.74 mg/L
Specific Conductance 666 pmhos/cm | 10-01-08 1030 LW 120.1 [3] 1.74  umhos/cm
Nitrate 1.5 mg/L 10-02-08 1000 LW 352.1 [3] 0.02 mg/L

(MDL: Method Detection Limit) -- ([1] Standard Methods, 18th Edition [2] Standard Methods, 20th Edition [3] US
EPA [4] ASTM [5] EPA SW846)

AEC 14728



